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ENGINE Kohler diesel front 2 Cylinders 499cc, cooling 

system 
DRL led lights 

MAX  POWER 6 Kw at 3600 RPM BODY polyester resin reinforced with fiberglass 

MAX TORQUE 24 Nm at 1800 RPM CHASSIS 
steel chassis (high resistance) with anticorrosion 
treatment 

TRACTION Automatic (CVT). FUEL diesel 

MOTRICITÉ rear-wheel drive. CONSUMPTION 3,6 L/100 km 

BRAKING SYSTEM  with double-circuit EMISSIONS CO2  = 94 gr/km  EURO 5

BRAKES Ø172 front disks and Ø160 reardrum SPEED 45 km/h 

FRONT SUSPENSIONS 

shaft with McPherson’s independent wheels with 
hydraulic shock absorbers with double effect and 
coil springs TANK CAPACITY about 19 (reserve 3.8) litres 

REAR SUSPENSIONS 
shaft with independent wheels with hydraulic shock 
absorbers with double effect and coil springs LOADING AREA dimensions 1400 mm x 1650 mm 

ELECTRIC SYSTEM 12 V, 600W alternator , 45Ah battery. WHEELS 13” tyres with steel rims and cover - 14” tyres with 
alloy rims (optional equipment). 

Preis inkl. 20% USt. KERRY +
€ 17.800,-

KERRY TR
€ 18.200,-

Standard Farben
White (P) (RAL 9003) Red 

(P) - C8
Anthracite Grey (M) - M368

White (P) (RAL 9003) Red 
(P) - C8

Anthracite Grey (M) - M368

Optional Farben: Miami Blue 911 - Sea Blue - British Green - Yellow Honey - Silver - Navy 
Blue - Black - Orange Pop € 560,- € 560,-

Ledersitze mit verstellbarer Rückenlehne (nur Fahrerseite)

Türverkleidung aus Leder

Nackenstütze

Thermische Scheiben

Aufbewahrungsfächer an Türen und Handschuhfach am Armaturenbrett

Verstellbare Außenspiegel

2 x 110W Lautsprecher

CD/MP3 Radio, USB PORT FOR IPOD AND IPHONE, AUX IN

Türschloss mit Fernbedienung

Zweite Fernbedienung

Sonnenblende mit Kosmetikspiegel rechts und mit Dokumentasche links Teppichmatten

Teppichmatten

Elektrische Fensterheber

Aufbewahrungsnetz für Dokumente hinter Fahrersitz

Vorne Scheibenbremsen und hinten Trommelbremsen

Scheibenwischer mit 2 Geschwindigkeiten und Intervall

Elektrische Scheibenwaschanlage

Nebelscheinwerfer vorne

INERTIA-REEL Sicherheitsgurte

Beifahrer Handgriff

Park Sensoren (4 Sensoren) € 220,- € 220,-

Nebelrücklicht und Rücklicht

DRL LED Lampen

Abschlepphaken vorne

13’’ Reserverad mit Wagenheber

13” Reifen mit Stahlfelgen und Abdeckung

14” Reifen mit Alufelgen € 510,- € 510,-

Schlüsselverriegelung Tankdeckel

Frontscheinwerfer mit 4 Halogenleuchten

Hinterraddämpfer für schwere Ladung € 135,-

Leiterträger mit Kabinenschutzgitter € 450,- € 450,-

Niedrige Plane für Ladefl äche € 365,- € 365,-

Niedrige Plane für Ladefl äche für Hydraulikkipper € 365,- € 365,-

Plane für Verladebereich + Metallrahmen (H 1,20 mt)¹ € 1.090,- € 1.090,-

Fiberglassbox für Verladebereich (H 1,15 mt)¹ € 3.550,- € 3.550,-

Hydraulische Kippvorrichtung (Leiterträger mit Kabinenschutzgitter inkl.) € 2.940,-

Robuste Grillverlängerung für Sideboard € 1.290,- € 1.290,-

Hintere Anhängerkupplung

Lastwagenwerkzeugkasten € 150,-

Standard nicht erhältlich
1 REAR SHOCK ABSORBERS FOR 
HEAVY CARGOS INCLUDED
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ENGINE Kohler diesel front 2 Cylinders 499cc, cooling system

MAX POWER 6 Kw at 3600 RPM

MAX TORQUE 24 Nm at 1800 RPM

TRACTION Automatic (CVT).

MOTRICITÉ rear-wheel drive.

BRAKING SYSTEM with double-circuit

BRAKES Ø172 front disks and Ø160 reardrum

FRONT SUSPENSIONS shaft with McPherson’s independent wheels with hydraulic shock absorbers with double effect and coil springs

REAR SUSPENSIONS shaft with independent wheels with hydraulic shock absorbers with double effect and coil springs

ELECTRIC SYSTEM 12 V, 600W alternator , 45Ah battery.

DRL led lights

BODY polyester resin reinforced with fi berglass

CHASSIS steel chassis (high resistance) with anticorrosion treatment

FUEL diesel

CONSUMPTION 3,6 L/100 km

EMISSIONS CO2 = 94 gr/km EURO 5

SPEED 45 km/h

TANK CAPACITY about 19 (reserve 3.8) litres

LOADING AREA dimensions 1400 mm x 1650 mm

WHEELS 13” tyres with steel rims and cover - 14” tyres with alloy rims (optional equipment).

TECHNICAL FEATURES
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